
 
 

 

 

  

    

 

 
 



 
 

 

The information contained in this document has been carefully researched and is, to the best of our 
knowledge, accurate. However, we assume no liability for any product failures or damages, immediate or 
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Industrial Motherboards & Systems

Features

Utilities:

Software APIs:

RoHS
COMPLIANT
2002/95/EC

 � Support IPMI 2.0, TPM 2.0
 � Intel ATOM C3000 processor up to 16 core
 � eMMC on board
 � Two 288-pin DDR4 ECC/non-ECC DIMM up to 64GB/32GB DDR4  

2400/2133 MHz DRAM
 � Dual 10GbE and Dual GbE LANs
 � EMMC 5.1, 6xSATAIII, 1xmSATA
 � Support DC 12V 4-pin or ATX 24-pin connector 

AIMB-290
Intel ATOM C3000 processor with  
DDR4 ECC/non-ECC memory, VGA,  
Dual GbE, Dual 10GbE, PCIe x8, eMMC 
ATX or DC Input

Specifications

Processor System

CPU C3958  C3758 C3558
Core Number 16c  8c 4c
Max Speed 2.0GHz 2.2 GHz  2.2GHz
L2 Cache 16MB 16 MB 8MB
TDP 31W 25 W 16W
BIOS AMI EFI 128Mbit SPI

Expansion Slot
Mini-PCIe 1 F/S miniPCIe slot support mSATA
PCIe x8 (Gen3) 8 GB/s per direction, 1 slot (by sku)

Memory

Technology Dual Channel, DDR4 1600/1866/2133/2400MHz ECC/Non-ECC with 288-pin U-DIMM/R-DIMM

Max. Capacity Max. 32GB, 16GB/per DIMM for DDR4 non-ECC/ECC 2400MHz with U-DIMM
Max. 64GB, 32GB/per DIMM for DDR4 ECC 2400MHz with R-DIMM

Socket 2 x 288pin DDR4 DIMM socket

Graphics
Controller ASPEED AST2500/2510 BMC controller (by sku)
VGA Yes, supports max. resolution 1920 x 1200 @ 60 Hz

Ethernet

Interface 2x 1GbE, 2x 10GbE, 1x 100/1000Mbps for IPMI

Controller
LAN 1/2: Marvell 88E1512 with RJ45 for 1GbE
LAN 3/4: Intel X557-AT2 with RJ45 for 10GbE (by sku or T-PN)
LAN 5: Realtek RTL8201 with RJ45 for IPMI (by sku or T-PN)

Connector 5 x RJ-45 (by sku or T-PN)
eMMC Capacity 16GB

Security and Monitor control 
TPM TPM 2.0 (by sku)
IPMI IPMI 2.0 (by sku)
PMBUS PMBUS 1.2 (monitor the PSU status, the PSU must support PMBUS) (by sku)

SATA
Max Data Transfer Rate 600 MB/s (SATA 3.0)
Channel 6 (SATA III)

Rear I/O

VGA 1
Ethernet 5 (optional)
USB 4 (3 x USB3.0,1 x USB2.0)
Serial 1 (RS-232)

Internal I/O

USB 0 or 2 (USB2.0) (by sku)
Serial 1 (RS-232/422/485 autoflow control)
SATA 6 (SATA III)
Mini-PCIe 1 (F/S Mini-PCIe colay mSATA)
GPIO 8bit 
KB/MS 1

Watchdog Timer
Output System reset
Interval Programmable 1 ~ 255 sec/min

Power Requirements
Input power ATX 24-pin or 12V 4-pin *
Power Consumption Intel C3958 + 32GB RAM + 64GB SSD: 35W

Environment
Operating Non-Operating

Temperature 0 ~ 60° C (32 ~ 140° F) 
(Use AIMB-290 STD cooler and System Fan for 10GbE IC) -40 ~ 85° C (-40 ~ 185° F)

Physical Characteristics Dimensions 170 mm x 170 mm (6.69" x 6.69")

* Please use either EATXPWR1 or ATX12V1. Do not use both connectors at the same time.

Windows Server 2016

All product specifications are subject to change without notice. Last updated: 4-Sep-2020
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Block Diagram

AIMB-290

Ordering Information
P/N CPU eMMC VGA GbE LAN 10GbE GbE Lan for 

IPMI COM SATA USB3.0/2.0 MiniPCIe TPM PCIEx8 IPMI

AIMB-290G4-S1A1E C3958 16GB 1 2 2 1 2 6 3/1 1 F/S 1 1 Yes
AIMB-290G4-S2A1E C3758 16GB 1 2 2 1 2 6 3/1 1 F/S 1 1     Yes
AIMB-290G2-S3A1E C3558 16GB 1 2 0 0 2 6 3/3 1 F/S 1 0 NA

*() BOM options available on MP version.

Optional Accessories
Part Number Description
1703100121 USB 2.0 cable with two ports, 12 cm
1703100261 USB 2.0 cable with two ports, 26 cm
1703060191 KB/MS cable 1*6P-2.0/M-DIN 6P(F)*2, 19cm
AIMB-RF10F-01A1E Riser, PCIex16 to PCIex16
AIMB-RF20F-02A1E Riser, PCIex16 to 2 PCIex16

Optional Chassis
Part Number Description
AIMB-B2000-15ZE Mini-ITX chassis with 150W power 

Note : 
(1) To prevent interference, when you integrate AIMB MB into AIMB-B2000 series, please 

confirm the Part Number of CPU cooler with Chassis Datasheet again.
(2) The temperature of 10GbE Lan IC is high due to its outstanding performance. When you 

assemble the enclose with AIMB-290, please make sure the implemented system FAN can 
bring out the heat of 10GbE Lan IC in the chassis.

Packing List
Part Number Description Quantity
1700003194 SATA HDD cable 4
1700027538-01 SATA power cable 1
1700100250 Serial port cable (1 port, 25cm) 1
1960084693T000 I/O port bracket 1 
2006029000 Startup manual 1
2026029000 China RoHS letter 1
1960054541N031 CPU cooler 1

Embedded OS/API
OS/API Description
Windows Server Windows Server 2016
Linux Server Red Hat Enterprise Linux Server (x64) 

Rear I/O

Intel ATOM
C3000 Processor

LPC

SPI

Super I/O Winbond
NCT6776D

TPM 2.0

DDR4 2133/2400MHz DIMMChannel A

DDR4 2133/2400MHz DIMMChannel B600 MB/s

AST 2500
Co-lay

AST 2510

VGA

PCIe x1DDR3

SPI 16MB

RTL8201RJ-45
10/100m RMIIMDI

REAR I/O

1 or 3 USB 2.0 ports USB 2.0

eMMC 16GB

3 USB 3.0 port

6 SATA ports

PCIe Gen3PCIe x8 slot

USB 3.0

8-bit GPIO

PS/2 KB/MS

BIOS 

10GbE LAN3&4: 
Intel X557-AT2 (optional)KR

(PCIex1/USB signal)

PCIe x1

SGMII

Full-size Mini-PCIe
(colay mSATA)

1 RS-232, 1 RS-232/422/485

1GbE LAN1&2:
Marvell 88E1512
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Our company network supports you worldwide with offices in Germany, Austria, Switzerland, the UK and the 

USA. For more information please contact: 

 

Headquarters   

Germany 

   

 

FORTEC Elektronik AG 

Augsburger Str. 2b 

82110 Germering 

 

Phone: +49 89 894450-0 

E-Mail: info@fortecag.de  

Internet: www.fortecag.de 

Fortec Group Members   

Austria 

 
 

 

Distec GmbH Office Vienna 

Nuschinggasse 12 

1230 Wien  

 

Phone: +43 1 8673492-0  

E-Mail:  info@distec.de 

Internet:  www.distec.de 

Germany 

  
 

 

Distec GmbH 

Augsburger Str. 2b 

82110 Germering 

 

Phone: +49 89 894363-0 

E-Mail: info@distec.de 

Internet: www.distec.de 

Switzerland 

 
 

 

ALTRAC AG 

Bahnhofstraße 3 

5436 Würenlos 

 

Phone:  +41 44 7446111  

E-Mail: info@altrac.ch 

Internet:  www.altrac.ch 

United Kingdom 

 
 

 

Display Technology Ltd. 

Osprey House, 1 Osprey Court 

Hichingbrooke Business Park 

Huntingdon, Cambridgeshire, PE29 6FN 

 

Phone: +44  1480  411600 

E-Mail: info@displaytechnology.co.uk 

Internet: www. displaytechnology.co.uk 

USA 

 
 

 

Apollo Display Technologies, Corp. 

87 Raynor Avenue, 

Unit 1Ronkonkoma,  

NY 11779 

 

Phone: +1  631  5804360 

E-Mail: info@apollodisplays.com 

Internet: www.apollodisplays.com 
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