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Single-Board Computer
PRODUCTHIGHLIGHTS

Å 2,5“ Pico-ITX
Å 3,5“ Single-Board Computer
Å Compact SBC 105 x 110mm
Å PC/104 CPU Module

The information contained in this document has been carefully researched and is, to the best of our knowledge, accurate. However, we assume no liability for any 
product failures or damages, immediate or consequential, resulting from the use of the information provided herein. Our products are not intended for use in 
systems in which failures of product could result in personal injury. All trademarks mentioned herein are property of their respective owners. All specifications are 
subject to change without notice.



FEATURES

SINGLE-BOARD COMPUTER

Á Extended Temperature up to -40°…+85°
(Depends on Product and CPU)

Á Long-Term Availability up to 15 Years 

Á For Industrial Applications e.g. 24/7 Usage

Á PCN and EOL Notification

Á Faster Time to Market

Á Support (Customized BIOS..)

Á Possibility for customization

Á Fanless Designs Possible



3-6ǆ!Pico-ITXǤSingle Board Computer

Size: 100 x 72 mm



2,5; PICO-ITXΞ

Product conga-PA7 MIO-2375

Vendor congatec Advantech

Processor
Intel® AtomǤx6000e Serie , 
Celeron®, Pentium® J6000 Serie

Intel® CoreǤi (11th Gen.) 
i7-1185G7E, i7-1185GRE, 
i5-1145G7E, i3-1115G4E

Chipset SoCElkhardLake SoCTiger Lake U-Series

Memory 16GBLPDDR4 max. (onboard)
16GB LPDDR4 
(onboard, max. 32GB)

Graphic
1x DisplayPort, 
1x LVDSor eDP(opt) or MIPI-DSI 
(opt)

1x eDP, 1x MIPI-DSI (optional)
1x DisplayPort

Storage UFS2.0 onboard, M.2 (see exp.) SATA, M.2 (see Expansion)

Ethernet 2x 10/100/1000Mbit 2x 10/100/1000Mbit

I/O
1x USB 3.1 Typ C, 2x USB 3.1Gen 
2, 2x USB 2.0, 2x RS232/422/485, 
2x CAN (opt)

2x USB 3.2, 2x USB 2.0, I2C, 
SMBus(opt.), 1x RS232, 1x 
RS232/422/485, 

Audio
HD Audio, Intel® LPE Audio via 
I2S

HD Audio

GPIO GPIO 0-7 4-bit

Expansion 2x M.2 
2x M.2 (2230 Key E, 3042/2242 
Key B, opt.: M Key 2242 ), TPM

Power 12 VDC 12 VDC

INTEL® ATOMΞCPU (ELKHARDLAKE) INTEL® COREΞCPU (11TH GEN.)



2,5; PICO-ITXΞ

Product MIO-2361 MIO-2360 MIO-3360 (PIN-Header Version) conga-PA5

Vendor ADVANTECH ADVANTECH ADVANTECH congatec

Processor
Intel® AtomǤ, Celeron®, 
Pentium®  E3950/E3940/ 
E3930/N3350/N4200

Intel® AtomǤ, Celeron®
E3940/E3930/N3350

Intel® AtomǤ, Pentium®  
E39xx/N4200

Intel® AtomǤ, Celeron®, 
Pentium®  E3950/E3940/ 
E3930/N3350/N4200

Chipset SoC Apollo Lake SoC Apollo Lake SoC Apollo Lake SoC Apollo Lake

Memory 4GB DDR4 onboard 8GB DDR3L max. 8GB DDR3L max 8GB DDR3L max.(onboard)

Graphic
48-bit LVDS, 
HDMI

24-bit LVDS,
VGA, HDMI

48-bit LVDS, 
VGA

48-bit LVDS, 
DP++, eDP

Storage
1x mSATA (shared)
1x SATA

1x mSATA
1x SATA

SATA, mSATA opt.
1x mSATA (shared)
1x SATA, microSD

Ethernet 2x 10/100/1000Mbit 1x 10/100/1000Mbit 1x 10/100/1000Mbit 2x 10/100/1000Mbit

I/O
2x USB 3.0, 2x USB 2.0, 
2x RS232/422/485

2x USB 3.0, 2x USB 2.0, 
2x RS232/422/485, MIOe

USB 3.0, USB 2.0,
COM, MIOe

2x USB 3.0, 2x USB 2.0, USB 3.0 
Type C, 2x RS232/422/485

Audio HD Audio HD Audio HD Audio HD Audio

GPIO 16-bit 8-bit 8-bit 3x Feature Connector

Expansion 1x miniPCIe, 1x M.2 1x miniPCIe 1x miniPCIe 1x miniPCIe

Power 12 VDC 12 VDC 12 VDC 12 VDC

INTEL® ATOMΞCPU (APOLLO LAKE)



4-6ǆ!Tjohmf-Board Computer

Size: 102 x 146 mm



3,5; SINGLE BOARD COMPUTER 

INTEL® ATOMΞCPU (ELKHARDLAKE)

Product IB836 MIO-5152

Vendor iBASE Advantech

Processor
Intel® AtomǤx6425E, 
x6413E, x6211E

Intel® AtomǤx6000e Serie , 
Celeron®, Pentium® J6000 
Serie

Chipset SoCElkhardLake SoCElkhardLake

Memory
2x DDR4, max 32GB, 
support IBECC

DDR4, max 32GB

Graphic
1x eDPor 48-bit LVDS,
2x DisplayPort

48-bit LVDS, HDMI, DP

Storage
mSATA(shared with SATA)
2x SATA

M.2 Key M
SATA

Ethernet 3x 10/100/1000Mbit 2x 10/100/1000Mbit

I/O

1x USB Type C
3x USB 3.1, 2x USB 2.0
1x RS232/422/485
3x RS232

2x USB 3.1, 2x USB 3.0
2x USB 2.0
2x RS232/422/485
4x RS232 

Audio HD Audio with amplifier HD Audio

GPIO 4in / 4out 8-bit

Expansion 1x M.2 2230 Key E M.2 2230 Key E / opt. B

Power 9-36V DC-in



3,5; SINGLE BOARD COMPUTER 

INTEL® ATOMΞCPU (APOLLO LAKE)

Product IB811 IB818 QBiP-4200x / E3940x / 3350 MIO-5350 PCM-9366

Vendor iBASE iBASE GIGAIPC ADVANTECH ADVANTECH

Processor
Intel® AtomǤ, Celeron®, 
Pentium®
E39XX/N3350/N4200

Intel® AtomǤ, Celeron®, 
Pentium®
E3950/N3350/N4200

Intel® AtomǤ, Celeron®, 
Pentium®
N4200/E3940/N3350

Intel® AtomǤ, Celeron®, 
Pentium®
E39XX/N3350/N4200

Intel® AtomǤ, Celeron®, 
Pentium®
E39XX/N3350/N4200

Chipset SoC Apollo Lake SoC Apollo Lake SoC Apollo Lake SoC Apollo Lake SoC Apollo Lake

Memory 8GB DDR3L max. 8GB DDR3L max. 8GB DDR3L max. 8GB DDR3L max. 8GB DDR3L max.

Graphic
48-bit LVDS/eDP, 
HDMI

2x 48-bit LVDS,
HDMI

48-bit LVDS(eDPopt.), 
HDMI, VGA

48-bit LVDS,
VGA, eDP*, HDMI/DP*

48-bit LVDS,
VGA, eDP*, HDMI/DP*

Storage 2x SATA
2x SATA
1x mSATA(shared)

1x SATA
1x eMMC (4200A/4200B)

1x mSATA (shared)
2x SATA

1x mSATA (shared)
2x SATA

Ethernet 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit

I/O
4x USB 3.0, 2x USB 2.0,
1x RS232/422/485, 3x RS232

4x USB 3.0, 2x USB 2.0
1x RS232/422/485, 3x RS232,

2x USB 3.0, 4x USB 2.0
1x RS232/422/485, 3x RS232,

2x USB 3.0, 4x USB 2.0, 
2x RS232/422/485, 2x RS232

2x USB 3.0, 4x USB 2.0, 
2x RS232/422/485, 2x RS232

Audio HD Audio HD Audio HD Audio w. Speakerout HD Audio HD Audio

GPIO 4in / 4out 8-bit (4-In/4-Out) 4-In/4-Out 8-bit 8-bit

Expansion
miniPCIe
M.2 Key B

miniPCIe (mSATA)
miniPCIe(Half-Size)

1x M.2 Key M, miniPCIe
miniPCIe (mSATA)
M.2 Key E

miniPCIe (mSATA)
M.2 Key E

Power 9-36 VDC 12ƿ24 VDC 9 ƿ36 V DC-in 12 VDC 12 VDC



3,5; SINGLE BOARD COMPUTER 

INTEL® COREΞI CPU (11TH GEN.)

Product IB953 MIO-5375

Vendor iBASE Advantech

Processor
Intel® CoreǤi (11th Gen.) 
i7-xxxxU, i5-xxxxU, i3-xxxxU

Intel® CoreǤi (11th Gen.) 
i7-xxxxU, i5-xxxxU, i3-xxxxU

Chipset SoCTiger Lake U-Series SoCTiger Lake U-Series

Memory 2x DDR4, max. 64GB 2x DDR4, max. 64GB

Graphic
48-bit LVDS
eDP
2x DisplayPort

48-bit LVDS, (opt. eDP, opt
MIPI-DSI), HDMI, 
DisplayPort

Storage SATA, M.2 (see Expansion) SATA, M.2 (see Expansion)

Ethernet 2x 10/100/1000Mbit 2x 10/100/1000Mbit 

I/O
3x USB 3.1, 2x USB 2.0
2x COM

4x USB 3.2, 1x Type C 3.2, 
2x USB 2.0, 2x RS422/485,  
2x RS232/422/485, I2C, 
SMBus, 1x CANBus2.0, LPC

Audio HD Audio w. Amplifier HD Audio

GPIO 4in / 4out 8-bit

Expansion
3x M.2 (Key B, Key E, Key M),
TPM 2.0

3x M.2 (3042/2242 Key B, 
2230 Key E, 2280 Key M, 
MI/O extension, TPM 2.0

Power 12-24V DC-in 12-24V DC-in



3,5; SINGLE BOARD COMPUTER 

INTEL® COREΞI CPU (8TH/9TH GEN.)

Product IB919 Conga-JC370 QBiP-8265A / -8565A MIO-5373 MIO-5393

Vendor iBASE congatec GIGAIPC Advantech Advantech

Processor
Intel® CoreǤi (8th Gen.) 
i7-8665UE, i5-8365UE, i3-
8145UE, Celeron® 4305UE

Intel® CoreǤi (8th Gen.) 
i7-8665UE, i5-8365UE, i3-
8145UE, Celeron® 4305UE

Intel® CoreǤi (8th Gen.) 
i7-8565U, i5-8265U

Intel® CoreǤi (8th Gen.) 
i7-8665UE, i5-8365UE, i3-
8145UE, Celeron® 4305UE

Intel® CoreǤi/Xeon (8/9th 
Gen.) 
E-2276ME, i7-9850HE, i7-
9850HL, i5-8400H

Chipset SoC8th Gen. WHL-U Series SoC8th Gen. WHL-U Series SoC8th Gen. WHL-U SoC8th Gen. WHL-U Series Intel® CM246 / QM370

Memory 32GB DDR4 max. 2x32GB DDR4 max. 32GB DDR4 max. 32GB DDR4 max. 64GB DDR4 max.

Graphic
1x eDPor 48-bit LVDS,
2x DisplayPort

48-bit LVDS, (or opt. eDP, 
opt 2nd LVDS), DP

48-bit LVDS,
2x HDMI

48-bit LVDS, (opt. eDP),
HDMI, DP

48-bit LVDS, (opt. eDP),
HDMI, DP

Storage
1x M.2 (see Expansion)
2x SATA

M.2 (see Expansion), 
mSATA, SATA

2x SATA eMMC, mSATA, 2x SATA, see Expansion

Ethernet 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit 

I/O
4x USB 3.1, 2x USB 2.0
1x RS232/422/485
3x RS232

USB 3.1 Type C, 2x USB 3.1, 
2x USB 2.0, 3x RS232/422/ 
485, 2x RS232

4x USB 3.1, 2x USB 2.0, 
3x RS232, 
1x RS232/4212/485

4x USB 3.0, 2x USB 2.0, 
2x RS232/422/485, 2x RS232

2x USB 2.0, 4x USB 3.1, 2x 
RS232/422/485,  

Audio HD Audio with amplifier HD Audio HD Audiow. Speakerout HD Audio HD Audio

GPIO 4in / 4out 8-bit 4in / 4out 16-bit 2x 8-bit

Expansion
M.2 Key M 2280, M.2 Key E 
2230, TPM

M.2 KeyM 2280, M.2 Key B, 
M.2 Key E 2230, miniPCIe, 
CAN (opt)

1x M.2 Key M, 1x M.2 
Key E, miniPCIe

CAN Bus, 2x M.2 (Key E, Key 
M)

CAN Bus, M.2Key E, M.2 
Key B, M.2

Power 12-24V DC-in 12-24V DC-in 9-36V DC-in 12-24V DC-in 12V DC-in



3,5; SINGLE BOARD COMPUTER

AMD® RYZENΞV1000/R1000 EMBEDDED

Product IB918 QBiP-1605A / QBiP-16006A IB822 QBiP-5040B

Vendor iBASE GIGAIPC iBASE GigaIPC

Processor
AMD® RyzenǤV1605B, V1202B
AMD® RyzenǤR1606G, 
R1505G

AMD® RyzenǤV1605B
AMD® RyzenǤR1606G, 

Intel® Pentium® J5040 Intel® Pentium® J5040

Chipset SoCRyzen SoCRyzen SoC Gemini Lake Refresh SoCGemini Lake Refresh

Memory 32GB DDR4 max. 32GB DDR4 max. 8GB DDR4 max. 8GB DDR4 max.

Graphic
48-bit LVDS, eDP
2x HDMI

4x (3x) HDMI
eDP

48-bit LVDS/eDP, HDMI 2.0a, 
DisplayPort

HDMI, VGA, LVDS

Storage
1x M.2 Key M
1x SATA

1x SATA
M.2 (see Expansion)
2x SATA

1x SATA
eMMC Optional

Ethernet 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit

I/O
2x USB 3.1, 2x USB 3.0, 1(2)x 
USB 2.0,
1x RS232/422/485, 3x RS232

2x USB 3.0, 4x USB 2.0
2x RS232/422/485, 2x RS232

4x USB 3.0, 2x USB 2.0, 
1x RS232/422/485, 3x RS232

4x USB 2.0,  4x USB 3.0
4x RS232/422/485, 

Audio HD Audio w. amplifier HD Audiow. Speaker out HD Audio HD Audio

GPIO 4in / 4out 4in / 4out 4in / 4out 8-bit & SMBUS Header

Expansion M.2 Key M (shared), M.2 Key E
miniPICe, 
1x M.2 Key M,1x M.2 Key E

2x M.2 (Key B and Key E) 1x miniPCIe, 2x M.2 (KeyM & E)

Power 12-24V DC-in 9-36V DC-in 12-24V DC-in 9-36V DC-in (9-48V Optional)

INTEL® ATOMΞCPU (GEMINI LAKE REFRESH)



3,5; SINGLE BOARD COMPUTER 

INTEL® COREΞI CPU (SKYLAKE& KABYLAKE)

Product IB917 IB916 MIO-5272 MIO-5391 QBiP-7100x / 7200x / 3965A

Vendor iBASE iBASE ADVANTECH ADVANTECH GIGAIPC

Processor
Intel® CoreǤi (7th Gen.) 
i7-7600U, i5-7300U, i3-7100U, 
Celeron® 3965U

Intel® CoreǤi (7th Gen.) 
i7-7600U, i5-7300U, i3-7100U, 
Celeron® 3965U

Intel® CoreǤi (6th Gen.) 
i7-6600U, i5-6300U, i3-6100U, 
Celeron® 3955U

Intel® CoreǤ(7th Gen.) i7-
7820EQ, i5-7442EQ,i3-7102E

Intel® CoreǤi (7th Gen.) 
i5-7200U, i3-7100U, 
Celeron® 3965U

Chipset SoC Kaby Lake SoC Kaby Lake SoC Skylake Intel® QM175 SoCKaby Lake 

Memory 32GB DDR4 max. 32GB DDR4 max. 16GB DDR3L max. 32GBDDR4 max. 32GBDDR4 max.

Graphic
48-bit LVDS,
DP, HDMI

eDP, DP,HDMI
48-bit LVDS,
HDMI, VGA

48-bit LVDS, HDMI
48-bit LVDS,
HDMI, DisplayPort

Storage
1x mSATA (shared)
2x SATA

1x mSATA (shared)
2x SATA

1x mSATA (shared)
2x SATA

1x mSATA (shared),
2x SATA

2x SATA

Ethernet 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit 2x 10/100/1000Mbit

I/O
4x USB 3.0, 2x USB 2.0
2x RS232/422/485
2x RS232

4x USB 3.0, 2x USB 2.0
1x RS232/422/485
3x RS232

2x USB 3.0, 4x USB 2.0
2x RS232/422/485

4x USB 3.o, 2x USB 2.0
4x RS232/422/485

4x USB 3.0, 2x USB 2.0, SMBus
1x RS232/422/485, 3x RS232

Audio HD Audio HD Audio HD Audio HD Audio HD Audio w. Speakerout

GPIO 4in / 4out 4in / 4out 8-bit 16-bit 4in / 4out

Expansion miniPCIe miniPCIe 2x miniPCIe miniPCIe, M.2
1x M.2 Key M, 1x M.2 Key E, 
miniPCIe

Power 9-24 V DC-in 9-24 V DC-in 12 VD DC-in 12 V DC-in 9-36V DC-in



Compact SBC

Size: 105 x 110 mm



COMPACT SBC 10,5X11CM

INTEL® APOLLO & 8TH / 7TH GEN. COREΞI 

Product QBi-4200A / QBi-4200B QBi-8565 / Qbi-8265 / QBI-8145 QBi-7100B / QBi-3965A

Vendor GIGAIPC GIGAIPC GIGAIPC

Processor Intel® Pentium® N4200
Intel® CoreǤi (8th Gen.)
I3-8145UE, i5-8265U, i7-8565U

Intel® CoreǤi3-7100U
Intel® Celeron® 3965U

Chipset SoC SoC SoC

Memory 8GB DDR3L max. 2x DDR4, max 32GB 32GB DDR4 max.

Graphic
eDP
VGA,HDMI

eDP
2x HDMI

eDP
DP,HDMI

Storage 1x SATA 1x SATA, M.2 (see Expansion) 1x SATA

Ethernet 10/100/1000Mbit 2x 10/100/1000Mbit 10/100/1000Mbit

I/O
3x USB 3.0, 2x USB 2.0
1x RS232

1x RS232/422/485
4x USB 3.1, 2x USB 2.0, USB 3.0 
connector (flexible to PCIe x1) 

3x USB 3.0, 2x USB 2.0
1x RS232

Audio HD Audio HD Audio HD Audio

GPIO - 8-bit, SMBus -

Expansion 1x M.2 Key E
1x M.2 2280 Key M
1x M.2 2230 Key E

1x M.2 Key M, 1x M.2 Key E

Power 12-24V DC-in 9-36V DC-in 12-24V DC-in



PC/104 CPU Modules

Size: 96 x 90(115) mm



PC/104 CPU MODULE

INTEL®, AMD® & VORTEXΞCPUS

Product PCM-3365 Helix Aries PCM-3353 A3

Vendor ADVANTECH Diamond Systems Diamond Systems ADVANTECH

Processor
Intel® AtomǤ, Celeron®
E3825/E3845/N2930

DM&P® Vortex86DX3®
Intel® AtomǤ
E3826/E3845

AMD® LX800

Chipset SoC BayTrail SoC SoC Bay Trail CS5536

Memory 8GB DDR3L max. 2GB DDR3 max. 2GG/4GBonboard 1GBDDR max.

Graphic 48-bit LVDS, VGA, HDMI/DVI 24-bit LVDS, VGA LVDS, VGA LVDS or TTL,VGA, 

Storage
1x SATA,
1x mSATA (shared with optional 
onboard Flash)

1x SATA
1x SATA
1x mSATA (shared)

CF Socket, PATA

Ethernet 1x 10/100/1000Mbit 1x 10/100/1000Mbit 2x 10/100/1000Mbit 1x 10/100/1000Mbit

I/O
6x USB 2.0, 
1x RS232/422/485,
2x RS232

6x USB 2.0,
2x RS232/422/485,
2x RS232, Data Acquisition

1x USB 3.0, 3xUSB 2.0,
4x RS232/422/485,
Data Acquisition

4x USB 2.0, 
3x RS232, 
1x RS232/422/485

Audio OptionalAudio Module HD Audio HD Audio x

GPIO 8-bit yes yes 8-bit

Expansion PC/104+, miniPCIe(shared) PC/104, 1x miniPCIe PC/104+,1x miniPCIe PC/104+

Power 5 VDC 5 VDC 5 VDC 5 VDC



EMBEDDED

OVERVIEW

Å Long-term availability

Å Custom design

Å Fixed Bill-Of-Material 

Å EOL / PCN handling

Available Features & Options:

Å Designed for industrial applications

Å Extended temperature -40°Cé+85°C

Å Design-in support 

Å Kits (board with OS, display & cables)

Embedded Boards Industrial Mainboards Embedded Systems Accessories & IoT

Å 2,5ñ Pico-ITXǤ
Å Single-Board Computer

Å PC/104

Å COM Express® module

Å COM HPC® module

Å SMARCǤmodule

Å Qseven® module

Å Mini-ITXǤ
Å Micro-ATX 

Å Flex-ATX

Å ATX

Å Embedded box PCs

Å Embedded panel PCs

Å Embedded server

Å Embedded desktop PCs

Å Digital signage player

Å Industrial monitors

Å Memory, SSD, CPUs

Å Extension cards

Å Cables

Å Power supplies

Å Gateways

Å Switches

Å Router



Headquarters

Germany
FORTEC Elektronik AG
Augsburger Str. 2b
82110 Germering

Phone: +49 89 894450-0
E-Mail: info@fortecag.de
Internet: www.fortecag.de

Fortec Group Members

Austria
Distec GmbH Office Vienna
Nuschinggasse 12
1230 Wien

Phone: +43 1 8673492-0 
E-Mail: info@distec.de
Internet: www.distec.de

Germany
Distec GmbH
Augsburger Str. 2b
82110 Germering

Phone: +49 89 894363-0
E-Mail: info@distec.de
Internet: www.distec.de

Switzerland
ALTRAC AG 
Bahnhofstraße 3
5436 Würenlos

Phone: +41 44 7446111 
E-Mail: info@altrac.ch
Internet: www.altrac.ch

United Kingdom
Display Technology Ltd.
Osprey House, 1 Osprey Court
Hichingbrooke Business Park
Huntingdon, Cambridgeshire, PE29 6FN

Phone: +44 1480  411600
E-Mail: info@displaytechnology.co.uk
Internet: www.displaytechnology.co.uk

USA
Apollo Display Technologies, Corp.
87 Raynor Avenue,
Unit 1Ronkonkoma, 
NY 11779

Phone: +1 631 5804360
E-Mail: info@apollodisplays.com
Internet:           www.apollodisplays.com

CONTACT FORTEC GROUP
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